RIDER TO MULTIFAMILY LOAN AND SECURITY AGREEMENT
GALVANIZED STEEL PIPING / POLYBUTYLENE PIPING
(Revised 5-1-2015) 
The following changes are made to the Loan Agreement which precedes this Rider:

A.
Section 6.09(i) is deleted and replaced with the following:
(i)
Galvanized Steel Piping/Polybutylene Piping. Without limiting any other provisions of this Section 6.09, Borrower’s obligations set forth in Section 6.09(a), and 6.09(c) will also include all of the following:

(i)
Borrower will inspect galvanized steel piping/polybutylene piping at the Mortgaged Property for potential leaks or failures.
(ii)
Borrower will replace galvanized steel piping/polybutylene piping with copper or PVC or CPVC piping, if it is deemed prudent to prevent damage to the Mortgaged Property.
(iii)
Borrower will immediately replace damaged galvanized steel piping/polybutylene piping (and as much adjacent undamaged piping as is prudent) with copper or PVC or CPVC piping.
(iv)
Borrower will promptly repair, restore, or replace any of the Mortgaged Property damaged by leaks in, or other failure of, any galvanized steel piping/polybutylene piping.

B.
Section 6.09(e)(vii) is deleted and replaced with the following:

(vii)
Repairs made pursuant to Section 6.09(i).
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